
Network Statement 2022/2023. Modification No 37 – Modification list 

Effective: from 23 October 2023 
Applicable: from 23 October 2023 

TEXT 
 

1. 1.5.1 Validity of Network Statement 
 
The following modification was made:  
 
This Network Statement is valid from 00:00 of 13 23 October 2023 to 24:00 of 9 

December 2023. 

 

ANNEXES 
 

2. 5.2-4 Public loading sidings and loading areas belonging to these loading sidings – 
MÁV Zrt. 
 
The following modification was made:  
 

 
 
 

3. 2.2.2-1 Border crossings between Hungary and the neighbouring states – MÁV Zrt. 
 
The following modification was made:  
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136 136 07120 Röszke oh. 0 0 0

3

2
Yes

No

136 136 17673 Röszke 3,3
0

3

3

2

3

2
Yes

No

136 136 17665 Szentmihálytelek mh. 8,1 3 3 2 No Yes

136 136 17210 Szeged-Rendező 13,7 0 2
3

2
Yes

No

Relation

Deviation in 

Instructions for 

neighbouring 

railway networks

Hungarian 

border station

Infrastructure Manager 

of the Hungarian border 

station

Border station on the territory 

of the neighbouring state

Infrastructure Manager of the 

border station on the territory 

of the neighbouring state

Operation time from the point of 

view of traffic management

MÁV Zrt.

Hungary - Serbia Kelebia MÁV Subotica (Суботица)/Szabadka IŽS a.d. 00.00-24.00

Hungary - Serbia Röszke MÁV Horgoš (Хоргош)/Horgos IŽS a.d.
17:30-07:30

1,2

00.00-24.00

Set-up of deviating 

rules of Signalling 

and Traffic 

Instructions of MÁV 

and IŽS

1
 In the period between 17:30-18:00 and 6:00-7:30, trains are only allowed on the Szeged-Rendező - Röszke route.

2
 If it is possible to cross the border at a different time, MÁV Zrt. shall inform the interested parties in advance.
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4. 2.5-2 Service places affected by service stoppage – MÁV Zrt. 
 
The following modification was made:  

 

 
 
  

Day Beginning End

Remarks

Regional Infrastructure Directorate - SZEGED

Line 

number

Statistical 

number
Service place 

Service stoppage

136 17673 Röszke » 7:30  - 17:30

In the period between 17:30-18:00 and 6:00-

7:30, trains are only allowed on the Szeged-

Rendező - Röszke route.
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5. 2.3.1 Main characteristics of railway lines, track sections – MÁV Zrt. 
 
The following modification was made:  

 

 
 

 
6. 2.3.3 Position of stations and service places on railway lines; main technical and operational characteristics – MÁV Zrt. 

 
The following modification was made:  
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Name of the service place

136 136 Röszke 17673 — — — — — — — — — — — — — —

I. freight no
758

753
no yes — — no no no no — no

II. passenger/freight no
435

384
yes yes

—

260/6,2/0,55
no no no no no — no

III. passenger/freight no
511

410
no yes

—

260/6,2/0,55

no

yes
no no no no — no

IV.

technological/toll

loading dead-end no 100 no no — — no no no no — no

136 136 Szentmihálytelek mh. 17665 — — no — — — 110/4,0/0,55 — — — — — — —

136 136 Szeged-Rendező 17210 — — — — — — — — — — — — — —
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7. 2.3.6-1 Traffic characteristics of stations and service places, ruling gradients, maximum and minimum gradients of railway lines – MÁV 
Zrt. 
 
The following modification was made:  
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136 17673 Röszke yes no no light signals (non secured)
unique condition

yes
station distance 0,9 1,9 0 2,4 1 2 0 2,4


