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Effective: from 20 December 2023 
Applicable: from 20 December 2023 
 

TEXT 
 

1. 1.5.1 Validity, publishing and updating of Network Statement 
 
The following modification was made: 
 
This Network Statement is valid from 00:00 of 14 20 December 2023 to 24:00 of 14 December 2024. 
 

ANNEXES 
 

2. 7.3.1.3.2.1 Availability of station shunting locomotive and shunting staff on the railway network of MÁV Zrt 
 
The following modification was made: 
 

 

 
 
 

3. 7.3.10. Refuelling facilities – MÁV Zrt. 
 

The following modification was made: 
 

 

 
 

Number Name of the service location
Code number of the 

service location
Operation time

10. Kaposvár 06288 to 15.01 04.02.2024. 06:00-16:00; 18:00-04:00

Day Start End

Service time
Regional Storage Centre,  Site of Supply

Code of the 

service place

Füzesabony 11296
daily 19:00

20:00

22:10

23:10
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4. 7.3.11  Public loading sidings and loading areas belonging to these loading sidings – MÁV Zrt. 

 
The following modification was made: 
 

 

 
 

 

 
 
 

5. 3.3.4  General terms and conditions of the network access contract 
 
The following modification was made: 
 
The Annex has been revised to reflect the changes adopted for the 2024/2025 timetable period. 
 
 
 
 
 
 
 
 
 
 
 

Budapest Regional Directorate

Position of the 

service place
Paved Lighting

Availability 

of catenary

From section to 

section

yes-no-

partly
yes-no

Length 

(m)

Width 

(m)

yes / no

partly?

Restrictions, remarks
Code of the 

service 

palce

Loading and 

other 

equipments

Name of the track

Loading 

length 

(m)

Loading track next to loading places

Axle load (t)
Service place

Usable 

length 

(m)

TAF TSI ID

Open access loading place registered by MÁV Zrt

SizeTAF TSI ID of the 

loading and other 

equipment

Paks 06593 789+00-793+00 none 55-06593-06-6 yes yes 200 25 55-06593-01-6 6 320 200 no 21 "K" signed

Paks 06593
790+10-793+30

791+00-792+00
side loading 55-06593-19-6(O) yes yes 100 5 55-06593-01-6 06.(O)

262

320
100 no 21 "K" signed

Pécs Regional Directorate

Position of the 

service place
Paved Lighting

Availability 

of catenary

From section to 

section

yes-no-

partly
yes-no

Length 

(m)

Width 

(m)

yes / no

partly?

Service place

Open access loading place registered by MÁV Zrt Loading track next to loading places

Restrictions, remarks
Code of the 

service 

palce

Loading and 

other 

equipments

TAF TSI ID of the 

loading and other 

equipment

Size

TAF TSI ID Name of the track

Usable 

length 

(m)

Loading 

length 

(m)

Axle 

load (t)

Mesztegnyő 08573
303+40-304+00

304+45-304+57
side loading 55-08573-19-1(O) yes no

60

12

20

4,5
55-08573-01-1 1.(O) 240

60

12
no

18,5

20

Loading area can't be used between 2023.12.10 

– 2024.12.14. Capacity can not be requested.

Mesztegnyő 08573 303+39-304+19 none 55-08573-06-1 no no 80 17,5 55-08573-01-1 1. 240 80 no 20
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6. 2.3.1  Main characteristics of railway lines, track sections – MÁV Zrt. 

 
The following modification was made: 
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overweight locomotives

A
p

p
li
c
a
b
le

 l
o
a
d
 p

e
r 

m
e
te

r 
(t

/m
)

 M
a
x
im

u
m

 l
o
a
d
 a

p
p

li
c
a
b
le

 f
o
r 

e
x
tr

a
o
rd

in
a
ry

 c
o
n

si
g
n

m
e
n

ts
 

2
-4

-a
x
le

6
-a

x
le

Applicable axle load (t)
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for locomotives and hauled vehicles
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R
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C
6

Budapest-Keleti - Kőbánya-felső excl-excl. 7,2 CM3

Kőbánya felső incl

Kőbánya felső - Rákos incl. - incl. 7,2 D3

Rákos – Hatvan A elágazás Gödöllő excl. - excl. 7,2 CM3 D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 central

Gödöllő - Hatvan A elágazás incl. - excl. 8,0 D4 
1

D4 
1 no restriction

no 

restriction
no restriction no restriction 22,5 

1
22,5 

1
22,5 

1
22,5 

1
22,5 

1 central
1
 all axle load classes, towed vehicles with axle loads above 

21.0 t may only be used as special consignments

Hatvan A elágazás -Nagyút incl. – incl. 7,2 CM3 D3 21,0 21,0 21,0 21,0 21,0 120

Nagyút - Mezőkeresztes-Mezőnyárád excl. - excl. 7,2 CM3
 1 D3 21,0 

1
21,0 

1
21,0 

1
21,0 

1
21,0 

1 120

1
 Between Nagyút (excl.) - Mezőkeresztes-Mezőnyárád 

(excl.) on the open track section of the right track the 

officially permitted axle load is 22,5 t.

Mezőkeresztes-Mezőnyárád - Szerencs incl – incl
Nyékládháza VIII.track.18,5t axle load

Nyékládháza IX.track18,5t axle load

Szerencs - Mezőzombor incl.-incl.

c Mezőzombor-Sárospatak excl-incl. one CM2 21,0 21,0 21,0 21,0 21,0 100 central
Traffic control of remote operated service place: 

Sátoraljaújhely

Sárospatak - Sátoraljaújhely excl.-incl one CM2 100

d Sátoraljaújhely-Sátoraljaújhely oh. excl. one 7,2 CM3 D3 50 no 450 MHz

21,6 22,5 21,6 22,5

two

7,2 21,0

station

station

no

120

21,0

120

22,5

station21,0

no

Kőbánya-felső - 

Mezőzombor

Trans European Rail 

Freight Network

Kőbánya felső - 

Felsőzsolca

Alternative:

Felsőzsolca - Kisújhely 

oh.

Alternative:

Aszód - Hatvan

Nationwide core 

network

750
yes

450 MHz

75 Hz

80

D2

CM3
three

Budapest-Keleti excl. incl.

1

21,6

21,0

21,0

Sátoraljaújhely oh.

21,0

21,0 21,0

21,0

8021,0

21,6 22,5

21,022,5 21,6

21,0

CM3

6,4

22,5

21,0

no

station21,0

160 MHz

160 MHz

GSM-R
21,0

D3

21,6


