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Publishing: 14 March 2024 
Effective: from 15 March 2024 
Applicable: from 20 March 2024 
 

TEXT 
 

1. 1.5.1 Validity, publishing and updating of Network Statement 
 
The following modification was made: 
 
This Network Statement is valid from 00:00 of 04 March 20 March 2024 to 24:00 of 14 December 2024. 
 

ANNEXES 
 

 
2. 2.2.2-3 – Characteristics – Railway networks in own operation and industrial tracks connected to the open access railway network 

MÁV Zrt. 
 

The following modification was made: 
 

 
 
 
 
 
 
 
 
 
 

Szeged Regional Directorate

From stations

(name of the stations)
From open line (between stations)

From a connecting track

(name of the connecting track)

Number of the 

branching-off turnout 

(switch)

Profile section of the 

branching-off turnout 

(switch)

Name of the service place Name of the privately owned railway network

Branching-off

Handing-over/taking-over point

Kétegyháza
Minerva Hungary kft. 

Kétegyháza - -
12

20

1014+46

1014+60
Own operation loading track

Szabadkígyós Minerva Hungary Kft. Szabadkígyós - - 8
927+22

927+37
Own operation loading track
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3. 2.3-1 - Main characteristics of railway lines, track sections 
 
The following modification was made: 
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Remarks

Budapest-Nyugati - Városliget elágazás incl. - excl. CM3 75Hz

Városliget elágazás - Kőbánya-Kispest incl- excl. D3 75 Hz

Kőbánya-Kispest 7,2 CM3 D3 21,6 22,6 21,6 22,6 21,0 21,0 21,0 21,0 21,0 80 ETCS L2, 75 Hz no

Kőbánya-Kispest - Vecsés excl-incl. 8,0 D4 
2 D4 22,5 

2
22,5 

2
22,5 

2
22,5 

2
22,5 

2 ETCS L2, 75 Hz

Vecsés - Monor excl-incl. 7,2 21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

100
1 ETCS L2, 75 Hz

Monor-Albertirsa excl-incl. 7,2 21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

100
1

Albertirsa - Szolnok A elágazás incl-incl 8,0 D4 
2 D4 22,5 

2
22,5 

2
22,5 

2
22,5 

2
22,5 

2

Szolnok A elágazás - Szolnok E elágazás incl-incl 7,2 CM3 D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 75 Hz

Szolnok E elágazás - Törökszentmiklós elágazás excl-incl. 75 Hz
Alternative:

Szajol - Püspökladány

Alternative:

Szajol - Püspökladány

Törökszentmiklós elágazás - Püspökladány excl- incl. central

Püspökladány - Ebes excl. -incl. 7,2 D3 D3 no restriction no restriction no restriction no restriction 22,5 
2

22,5 
2

22,5 
2

22,5 
2

22,5 
2

Ebes Püspökladány - Debrecen excl-excl. 7,2 CM3
D4

D3
21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 160 MHz

Debrecen - Nyíregyháza incl.-incl. 7,2 CM3 D3

Nyíregyháza - Tuzsér excl. - incl.

Tuzsér - Záhony incl-incl

Záhony yes

Záhony - Záhony oh. incl-incl no

c Mezőzombor excl. Nyíregyháza excl. 6,4 CM2 D2 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 120 750 yes central 75Hz Mezőzombor-Nyíregyháza

**Line section is suitable for running of Ro-La trains 

between Kőbánya-Kispest – Cegléd – Debrecen – Záhony if a 

technical examination previous to train run takes place.

Millér is remote controlled from Szolnok.

Fegyvernek-Örményes is remote controlled from 

Püspökladány, Törökszentmiklós, Kisújszállás, Karcag, 

Kaba, Hajdúszoboszló, Ebes are remote controlled from 

Püspökladány. 

1
This restriction is only applicable for hauled vehicles 

(carriages).

2
 all axle load classes, towed vehicles with axle loads above 

21.0 t may only be used as special consignments

GC loading gauge must not be used on track V of Kőbánya-

Teher station.

160 MHz

no restriction8,0 D4
2

GSM-R (Budapest - Püspökladány 

6,4 CM2

21,6 22,6

D4

80

21,0

120

21,0

yes

22,5 
2

21,0

21,0

21,0

22,5 
2

21,0

no restriction
incl.

no restriction
station

D2
21,6

no restriction

station

22,5 
2

22,5 
2

excl.

21,0

no restrictionno restriction

22,5

D3
2 D3

Záhony oh.

two

one

7,2 CM3 21,6

no restriction

21,622,5

100

Budapest-Nyugati
Kőbánya-Kispest - Záhony 

országhatár

no

Trans European Rail 

Freight Network
**no Abony elágazás - 

Paládicspuszta elágazás

no21,0

750

75 Hz

Kőbánya-Kispest - 

Szolnok

22,5 
2

100

21,0

no

Alternative: Kőbánya-

Kispest - Szajol

21,0

75 Hz

22,6

no restriction

Kál-Kápolna - Kisköre excl.-incl. C3 C3 20,6 22,0 20,6 22,0 20,0 20,0 20,0 20,0 20,0

Kisköre - Abádszalók excl.- excl. B2 B2 18,0 18,0 18,0 18,0 18,0

GC loading gauge must not be used between Kisköre-

Abádszalók service places.

Stadler-KISS series EMU and double decker EMU/DMU, and 

double decker carriage shall not run. 

Abádszalók - Kisújszállás incl. - excl. 7,2 C3 C3 20,6 22,0 20,6 22,0 20,0 20,0 20,0 20,0 20,0

7,2

6,4
Nationwide 

Secondary Railway 

Line

102 Kál-Kápolna excl.

shall not run

Kisújszállás excl. 60 no station340 no nono

shall not run

one

Debrecen - Nyírábrány D2 21,0 21,0 21,0 21,0 21,0 80

Nyírábrány - országhatár CM2 
1 

21 
1

21 
1

21 
1

21 
1

21 
1 60

80

1
 between the border and Érmihályfalva the railway line 

axle load is 20 19- t and line class B2.  Therefore, 

international cross-border trains can run with the axle load

and line class

indicated by the Romanian network operator.

station no
Natinwide Core 

network
no no22,5105 Debrecen kiz. Nyírábrány oh. bez. CM2 22,521,6one 6,4 21,6 750 no

Debrecen - Tóvóvölgy excl-incl. two D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 750

Tócóvölgy - Macs excl-incl. one D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 750

Macs - Egyek excl-incl 18,5 19,9 18,0 18,0 18,0 600

Egyek - Füzesabony excl.-excl. 18,5 19,8 18,0 17,0 17,0 450

nono21,0
Natinwide Core 

network
108 Debrecen Füzesabony 80excl. 21,0

CM3

excl.

one shall not run shall not run

7,2 no Macs is remote controlled from Macs Iparipark. station noCM3

Ohat-Pusztakócs - Polgár excl-incl.

Polgár - Tiszalök excl-excl.

Tiszalök - Görögszállás incl-excl. CM2 D2 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 60 600 station

Nationwide 

Secondary Railway 

Line

250 simplified

nono

18,5

no117 Ohat-Pusztakócs excl. Görögszállás

17,0

excl.

B2 30 50/6018,5

6,4

B2 17,0 18,5

Nationwide 

Secondary Railway 

Line

Out of operation. Only track maintenance machines are 

allowed on the line at maximum 10 km/h.

no

17,0shall not run 17,0 18,5shall not run

one

18,517,0
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4. 7.3.11 – Public loading sidings and loading areas belonging to these loading sidings - MÁV Zrt 
 
The following modification was made: 
 

 
 

 
 

Szeged Regional Directorate

Position of the 

service place
Paved Lighting

Availability 

of catenary

From section to 

section

yes-no-

partly
yes-no

Length 

(m)

Width 

(m)

yes / no

partly?

Service place

Open access loading place registered by MÁV Zrt Loading track next to loading places

Restrictions, remarks
Code of the 

service 

palce

Loading and 

other 

equipments

SLC ID of the loading 

and other equipment

Size

TAF TSI ID Name of the track

Usable 

length 

(m)

Loading 

length 

(m)

Axle 

load (t)

Baja 16709 767 - 769 none HU-16709-06-T07 yes yes 200 7 55-16709-01-7 7. 224 200 no 21

extraordinary consignment max 22,5 t 

Loading area can't be used until 23.06.2024, 

capacity can't be requested.

Makó-Újváros 19372 266+43 - 267+03 none HU-19372-06-T01A yes
yes

no
60 7 55-19372-01-1 1.(A) 425 60 no 18,5

Makó-Újváros 19372 267+78 - 268+55 none HU-19372-06-T01B yes
yes

no
77 7 55-19372-01-1 1.(B) 425 77 no 18,5

Makó-Újváros 19372 268+65 - 268+97 none HU-19372-06-T01C yes
yes

no
32 7 55-19372-01-1 1.(C) 425 32 no 18,5

Makó-Újváros 19372 269+21 - 270+50 none HU-19372-06-T01D yes
yes

no
129 7 55-19372-01-1 1.(D) 425 129 no 18,5

Pécs Regional Directorate

Position of the 

service place
Paved Lighting

Availability 

of catenary

From section to 

section

yes-no-

partly
yes-no

Length 

(m)

Width 

(m)

yes / no

partly?

Service place

Open access loading place registered by MÁV Zrt Loading track next to loading places

Restrictions, remarks
Code of the 

service 

palce

Loading and 

other 

equipments

SLC ID of the loading 

and other equipment

Size

TAF TSI ID Name of the track

Usable 

length 

(m)

Loading 

length 

(m)

Axle 

load (t)

Szigetvár 05736 382+20 - 384+52  none HU-05736-06-T10 no yes 232 6 55-05736-01-10 10. 240 232 no 21
Loading area can't be used between 31.08.2024 

– 30.10.2024. Capacity can not be requested.

Debrecen Regional Directorate

Position of the 

service place
Paved Lighting

Availability 

of catenary

From section to 

section

yes-no-

partly
yes-no

Length 

(m)

Width 

(m)

yes / no

partly?

Usable 

length 

(m)

Loading 

length 

(m)

Axle 

load (t)

Service place

Open access loading place registered by MÁV Zrt Loading track next to loading places

Restrictions, remarks
Code of the 

service 

palce

Loading and 

other 

equipments

SLC ID of the loading 

and other equipment

Size

TAF TSI ID Name of the track

Balmazújváros 14506 220+00 - 224+15 none HU-14506-06-T01 yes yes 415 20 55-14506-01-1 1. 727 415 no 21

10 km/h "K" signed

Loading area can't be used between 01.08.2024 

– 14.12.2024. Capacity can not be requested.

Balmazújváros 14506 224+25-224+35 side loading HU-14506-19-O01 yes yes 10 6 55-14506-01-1 1.(O). 724 10 no 21

"K" signed

Loading area can't be used between 01.08.2024 

– 14.12.2024. Capacity can not be requested.

Kisköre 12310 888-892 side loading HU-12310-19-O05 yes yes 310 8 55-12310-01-5 5. 312 310 no 20

"K" signed

Loading area can't be used between 20.03.2024 

– 14.12.2024. Capacity can not be requested.
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Kunhegyes 12344 1073+1074 none HU-12344-06-T01B yes yes 20 18 55-12344-01-1 1.(B) 432 20 no 20
Loading area can't be used between 20.03.2024 

– 14.12.2024. Capacity can not be requested.

Kunhegyes 12344 1073+1074 side loading HU-12344-19-O01 yes yes 20 12 55-12344-01-1 1.(O) 432 20 no 20

"K" signed

Loading area can't be used between 20.03.2024 

– 14.12.2024. Capacity can not be requested.

Kunhegyes 12344 1073+1074 none HU-12344-06-T01C yes yes 150 18 55-12344-01-1 1.(C) 432 150 no 20
Loading area can't be used between 20.03.2024 

– 14.12.2024. Capacity can not be requested.

Kunhegyes 12344 1071-1072 none HU-12344-06-T01A no yes 92 20 55-12344-01-1 1.(A) 432 92 no 20
Loading area can't be used between 20.03.2024 

– 14.12.2024. Capacity can not be requested.

Sóstóhegy 14035 84+60 -  87+00 none HU-14035-06-T01 yes yes 240 7 55-14035-01-1 1. 436 240 yes 21

"K" signed, 5 km/h

Loading area can't be used between 24.06.2024 

– 22.07.2024. Capacity can not be requested.

Sóstóhegy 14035 83+24-83+44 side loading HU-14035-19-O01 yes yes 20 12 55-14035-01-1 1.(O) 436 20 yes 21

"K" signed, 5 km/h

Loading area can't be used between 24.06.2024 

– 22.07.2024. Capacity can not be requested.
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5. 7.3.10 - Refuelling facilities – MÁV Zrt. 
 
The following modification was made: 
 

 

 

 

 

 

 

MÁV Zrt.

Day Start End

Service time
Regional Storage Centre,  Site of Supply

Code of the 

service place

Istvántelki Főműhely* 10363 daily 06:00 16:00

Istvántelki Főműhely** 10363 ´ µ ¶ · ¸ 08:00 15:00

  Dunaújváros* 06502 daily 06:00 18:00

 Dunaújváros** 06502 daily 06:00 14:00

Szerencs* 11445 ´ ¶ · ¸ º     08:00 11:30

Szerencs** 11445 ´ ¶ · ¸ º     08:30 10:30

´ µ ¶ · ¸ 07:00 15:00

¹ º 07:00 15:30

´ ¶ 07:00 15:30

µ · ¸ ¹ º 07:30 15:30

Veszprém* 03947

Veszprém** 03947

Zalaegerszeg* 04895 daily 06:00 18:30

Zalaegerszeg** 04895 ´ µ ¶ · ¸ 07:30 15:00

*until 31 March 2024

**from April 2024


