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TEXT 
 

1. 1.6.1 Validity of Network Statement 
 
The following modifications were made: 
 
This Network Statement is valid from 00:00 of 01 July 2021 to 24:00 of 11 December 2021. 
 

 
ANNEXES 

 
 
2. 3.3.1.1. Main characteristics of railway lines, track sections 
 
The following modifications were made: 
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overweight locomotives

 
Budapest-Kelenföld - Százhalombatta excl-excl. 7,2 D3 21,6 22,5 21,6 22,5 22,5 22,5 22,5 22,5 22,5 central

Százhalombatta – Ercsi elágazás excl-excl 7,2 D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0

Ercsi-elágazás- Pusztaszabolcs excl-incl 7,2 D4 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0

Pusztaszabolcs - Dombóvár excl-excl

Dombóvár - Vásárosdombó incl-incl 100

Vásárosdombó - Sásd excl-excl 110

Sásd - Szentlőrinc incl. - excl.

Szentlőrinc - Pécs incl. 6,4 CM2 D2 21,6 22,5 21,6 22,5

Dombóvár - Kaposvár 20 22 19,0 18,0 18,0 75 Hz

Kaposvár - Gyékényes incl. -excl.

Gyékényes - Gyékényes oh. excl.-incl.

Dombóvár - Budapest-

Kelenföld

Gyékényes-Dombóvár

22,5
21,0

21,6 22,5D3

40 Budapest-Kelenföld excl. Pécs incl.

CM37,2

10021,0

D3 21,6
one 21,0 21,0

120

21,0 21,0

CM3two

no

120

600 yes 160 75 Hz

no

central
22,5 21,6

21,0 21,0 21,0 no
600 yes station 450 no21,0

Trans European Rail 

Freight Network21,6 22,5
41 Dombóvár excl. Gyékényes oh. incl. 7,2 CM3one

station

Trans European Rail 

Freight Network

 
Szeged - Szeged-Rendező incl.-excl no

Szeged-Rendező - Szeged-Rókus excl-incl 75Hz

Szeged-Rókus - Baktó elágazás excl-incl. two D3

Baktó elágazás - Algyő

Algyő - Sártó elágazás

Sártó elágazás - Kopáncs two

Kopáncs- Hódmezővásárhelyi Népkert excl-incl.

Hódmezővásárhelyi Népkert - Hódmezővásárhely excl-excl. CM3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 central 75 Hz

Hódmezővásárhely - Békéscsaba incl-excl. no

Békéscsaba - Gyula excl-incl no

Gyula - Sarkad 60/70 no

Sarkad - Kötegyán 60 no

Kötegyán - Kötegyán oh. 50 no

no

during the 

year 2021 

450 MHz will 

be installed

no
Natinwide Core 

network

21,0

21,6 22,5

no restriction no restriction

21,0

30

135 Szeged excl. Kötegyán oh.

one

one

one

one

7,2

CM3 D3 21,6 22,5 21,6 22,5

D3
incl

GC loading gauge must not be used between Gyula-Sarkad 

service places; 

between Gyula - Kötegyán freight trains: max speed limit is 

30 km/h                    

21,0 21,0 21,0 21,0

21,0 21,0 21,0

16,0 17,5 16,0

80

22,5 22,5

80

no

750

station

central

station

TramTrain traffic starts in 2021 2020 between Baktó 

elágazás – Hódmezővásárhelyi Népkert

 * After the permission of the authority

Central traffic control: Szeged-Rókus (odd end), Baktó 

elágazás, Algyő, Sártó elágazás, Kopáncs, 

Hódmezővásárhelyi Népkert. 

75 Hz

15,0 14,017,5

22,5 22,5 22,5

17,5 16,0

21,0

100*

CM3

6,4 B2 A shall not run shall not run

D3

D3 21,6 22,5
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3. 3.6.10 Public loading sidings and loading areas belonging to these loading sidings – MÁV Zrt. 
 
The following modifications were made: 
 
Szeged Regional Directorate

Position of the 

service place
Paved Lighting

Availability 

of catenary

From section to 

section

yes-no-

partly
yes-no

Length 

(m)

Width 

(m)

yes - no - 

partly?

Axle

load (t)

Service place Restrictions, remarks
Code of the 

service 

place

Loading and 

other 

equipments

Loading track next to loading placesOpen access loading place registered by MÁV Zrt

TAF TSI ID

TAF TSI ID of the 

loading and other 

equipment

Size

Name of the track
Usable length 

(m)

Loading 

length 

(m)

 
Szeged - Rókus 18531 1779+20 - 1776+20 none 55-18531-06-19 yes no 300 7 55-18531-01-19 19. 464 300 no 18,5  
 
4. 3.6.6.2 Wagon weigh bridges (scales) 
 
The following modifications were made: 
 

Number Station
Service 

place code

Weighing 

capacity

Length of 

bridge
Opening hours

Average weigh capacity 

(wagon/hour)

Availability of 

Catenary above 

the track 

equipped with 

scales (yes/no)

Remarks Effective tillType

 
12. Kazincbarcika 12781 100t 9+3+9m hybrid MS-DUÁL 6-18 20 no

14.05.2021

14.05.2023  
48. Ajka  

03996
100 t 9,5+1,5+9,5m hybrid MS-DUÁL 0-24 6 yes

04.06.2021

02.06. 2023
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5. 5.3.2.2.5 Availability of personnel of IM for using the weighing service 
 
The following modifications were made: 
 

Number Station
 Service place code 

number
Service hours Remarks

 

2 Baja          16709 08:00-18:00

By occasional order personnel is provided 

from Kiskunhalas.

The scale to be unserviceable until 

31.07.2021.

 
 

6. 5.5.4 Ticketing and reckoning activity 
 
The following modifications were made: 
 

MÁV Zrt.

Service place Code of the service place

Biharnagybajom* 14324

Biharnagybajom** 14324  
Füzesgyarmat* 14365

Füzesgyarmat** 14365  
Sarkad* 18739

Sarkad** 18739  
 

* The data is valid to 31 July 2021

** The data is valid from 01 August 2021
 


