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Effective: from 9 April 2022 
Applicable: from 9 April 2022 
 

TEXT 
 

1. 1.5.1 Validity of Network Statement 

 
The following modifications were made: 
 
This Network Statement is valid from 00:00 of 9 April 2022 to 24:00 of 10 December 2022 
 
 

ANNEXES 
 

2. 2.3.1 Main characteristics of railway lines, track sections– MÁV Zrt. 
 
The following modifications were made: 
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Remarks

Környe - Veszprémvarsány incl. – incl. 17 18,5 17 18,5 17 18,5 17 18,5 17 18,5 30 40/50

Public passenger transport service is suspended.

Out of operation between Oroszlányi Erőmű ipv. Kiágazás - 

Veszprémvarsány.

Line section impassable.

Veszprémvarsány - Franciavágás excl.-incl.
17

18,5
18,5

17

18,5
18,5 17,0 18,5 17,0 18,5 17,0 18,5 20 Public passenger transport service is suspended.

Franciavágás - Pápa-Repülőtér ipv. Kiág. excl.-excl. 17,0 18,5 17,0 18,5 17,0 18,5 17,0 18,5 17,0 18,5 30 40/50
Public passenger transport service is suspended.

Line section impassable.

Pápa-Repülőtér ipv. Kiág  - Pápa incl. - excl. CM2 18,5 18,7 18,5 18,7
17

18,5
18,5

17

18,5
18,5

17

18,5
18,5 17,0 18,5 17,0 18,5 40/50 Public passenger transport service is suspended.

B2 shall not run shall not run
Nationwide 

Secondary Railway 

Line

no no no13 Környe
excl

.
Pápa

excl

.
one 6,4 B2 250 no simplified

Somogyszob - Böhnye mrh. excl.-excl.

Line segment excluded from traffic.

On section Somogyszob - Segesd mh. only track maintenance 

machines may run at maximum speed of 10 km/h. Track 

between Segesd mh.-Böhnye is impassable. Public passenger 

transport service is suspended.

Böhnye mrh. - Balatonmáriafürdő elágazás incl.-excl. Public passenger transport service is suspended.

37 one 6,4excl.Somogyszob Balatonmáriafürdő elágazás 20,0 no station no no no

Nationwide 

Secondary Railway 

Line

excl. 18,5 60 300C2 shall not run shall not run 17,0 20,0 17,0 17,0 17,0 17,020,0 20,0 18,5C2
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Remarks

Budapest-Nyugati - Városliget elágazás incl. - excl. CM3 75Hz
GC loading gauge must not be used on track V of Kőbánya-

Teher station.

Városliget elágazás - Kőbánya-Kispest incl-incl. D3

Kőbánya-Kispest - Vecsés incl. - excl. 8,0 D4 
2 D4 22,5 

2
22,5 

2
22,5 

2
22,5 

2 22,5

Vecsés - Monor 7,2 D3 D3 21,01
22,5 

2 21,01
22,5 

2 21,01
22,5 

2 21,01
22,5 

2 21,01
22,5 

2 1001

Monor-Albertirsa 7,2 D3 D3 21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

100
1

Albertirsa - Szolnok A elágazás incl-incl 8,0 D4 
2 D4 22,5 

2
22,5 

2
22,5 

2
22,5 

2
22,5 

2

Szolnok A elágazás - Szolnok E elágazás incl-incl 7,2 CM3 D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 75 Hz, ETCS L1

Szolnok E elágazás - Törökszentmiklós elágazás excl-incl. 75 Hz, ETCS L2
Alternative: :

Szajol - Püspökladány

Alternatív:

Szajol - Püspökladány

Törökszentmiklós elágazás - Püspökladány Debrecen
excl- incl. 

excl
central

Püspökladány - Debrecen excl - excl 7,2 CM3 D4 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0

Debrecen - Nyíregyháza Incl. excl-incl. 7,2 CM3 D3

Nyíregyháza - Kisvárda excl.

Nyíregyháza - Tuzsér excl-incl.

Tuzsér - Záhony excl- excl

Záhony

Záhony - Záhony oh. excl- excl 100 no

c Mezőzombor excl. Nyíregyháza excl. 6,4 CM2 D2 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 120 750 yes central 75Hz
Mezőzombor-Nyíregyháza

22,522,5

100

Budapest-Nyugati excl. Záhony oh.

6,4

**Line section is suitable for running of Ro-La trains 

between Kőbánya-Kispest – Cegléd – Debrecen – Záhony if a 

technical examination previous to train run takes place.

Millér is remote controlled from Szolnok.

Fegyvernek-Örményes is remote controlled from 

Püspökladány, Törökszentmiklós, Kisújszállás, Karcag are 

remote controlled from Püspökladány. 

1This restriction is only applicable for hauled vehicles 

(carriages).

2 in all axle load classes, towed vehicles with an axle load of 

over 21.0 t may only be used as exceptional consignments

21,0

**yes

yes

160 Mhz       

GSM-R* 

(Bp.Nyuga- 

ti.pu-

Püspökla- 

dány)

21,0 80

21,0

22,5 
2

21,0

750

no

no

21,0 21,0

22,5 
2incl.

two

one

7,2 CM3 21,0

22,5 
2

CM2

21,0

no 

restrictions
D4 

2 D4

D2

22,5 
28,0

21,0

no 

restrictions

no 

restrictions

21,6 21,0

no 

restrictions

no 

restrictions

no 

restrictions

station

station

Kőbánya-Kispest - Szolnok

no

Trans European Rail 

Freight Network

Kőbánya-Kispest - Záhony 

országhatár
120

21,6

21,6 22,6 21,6 22,6

no 

restrictions

no 

restrictions

Abony elágazás - 

Paládicspuszta elágazás

22,5 
2

75 Hz

75 Hz, ETCS L2

75 Hz

Alternatív: Kőbánya-

Kispest - Szajol

Kunszentmiklós-Tass - Dunavecse excl-incl. 80

Dunavecse - Solt excl-incl. 60/70

Solt - Harta

Harta - Dunapataj 6,4 B2 B2 17,0 18,5 17,0 18,5 17,0 18,5 17,0 18,5 17,0 18,5 30
250

450
20,0

Public passenger transport service is suspended

Only track maintenance machines are allowed on the line at 

maximum 40km/h to Solt station.

The railway line is temporarily out of service during the 

recontruction of 150 lines.

no no no

Nationwide 

Secondary Railway 

Line

50

20,0 20,0
one

7,2 C3
no simplified

20,0C3 20,0
151 Kunszentmiklós-Tass excl. Dunapataj incl. shall not run

out of operation, closed for traffic

shall not run


