
Network Statement 2022/2023. Modification No 22G – Modification list 

 

 

Effective: from 28 February 2023 
Applicable: from 28 February 2023 

 
TEXT 

 
1. 1.5.1. Validity of Network Statement 

 
The following modification was made:  

 
This Network Statement is valid from 00:00 of 2428 February 2023 to 24:00 of 9 December 2023 

 

ANNEXES 
 

2. 2.2 Railway lines of the nationwide main network and secondary railway lines 

The following modification was made: 
 

Nationwide secondary railway lines 
5b  Mór – Pusztavám 

 
 
 

3. 2.3.1  Main characteristics of railway lines, track sections - MÁV Zrt. 
 
The following modification was made: 
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Dividing line into sections
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overweight locomotives
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Starting point of line (station) Final point of line (station)

Székesfehérvár excl. Komárom excl. 7,2 CM3 D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 18,0 18,0 100 600 no station no no no
Natinwide Core 

network

a Bodajk excl. Balinka incl. 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0 0 0 station 0 no no
Nationwide Secondary 

Railway Line
track unpassable

b Mór excl. Pusztavám incl. one 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0 0 0 station 0 no no
Nationwide Secondary 

Railway Line
track unpassable
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shall not rum

shall not rum

shall not run

shall not run  


