
Network Statement 2022/2023. Modification No 24 – Modification list 

Effective: from 31 March 2023 
Applicable: from 31 March 2023 
 

TEXT 
 

1. 1.5.1 Validity of Network Statement 
 
The following modification was made:  

 
This Network Statement is valid from 00:00 of 29 31 March 2023 to 24:00 of 9 December 2023. 

 

ANNEXES 
 
 

2. 5.2-4 Service place categories and line categories of MÁV Zrt. 
 

The following modification was made:  
 

L
in

e
 n

u
m

b
e
r 

a
c
c
o
rd

in
g
 t

o
 N

S

IT
 l

in
e
 n

u
m

b
e
r

S
se

rv
ic

e
 p

la
c
e
 c

o
d
e
 

N
a
m

e
 o

f 
th

e
 s

e
rv

ic
e
 p

la
c
e

C
h
a
rg

e
a
b
le

 k
il

o
m

e
tr

e
s

S
ta

ti
o
n
 c

a
te

g
o
ry

 f
o
r 

p
a
ss

e
n
g
e
r 

tr
a
in

s 

S
ta

ti
o
n
 c

a
te

g
o
ry

 f
o
r 

fr
e
ig

h
t 

tr
a
in

s

L
in

e
 c

a
te

g
o
ry

S
ta

rt
/e

n
d
 o

f 
th

e
 t

ra
in

 p
a
th

R
e
q
u
e
st

 s
to

p
 a

v
a
il

a
b
le

127/2
127 18523 Körösnagyharsány mh. 0 4 3 3

Yes

No No

147
147 17426 Kónyaszék mh.

17,9

19,1 4 3 3
No

No

20
20 43943 Tokorcs forgalmi kitérő 130,3 0 0 1

Yes

No No

4 4 01586 Eternitgyár mh. (Lábatlan) 14,9 4 3 3
Yes

No
No

27 27 04184 Vilonya-Királyszentistván mh. elágazás pvh. 24,9 4 3 3

Yes

No No

29/2 29 04283 Polgárdi 9,6 3 3 2

Yes

No No

71 71 41012 Máriaudvar mh. 35,7 4 3 2
Yes

No
No

92/1 92 43158 Pogonyipuszta mh. 43,3 4 3 2
Yes

No
No

76 76 10751 Tolmács mh. 5,1 4 3 3 No No

76 76 10769 Rétság mh. 6,7 4 3 3 No No

342 42L 06510 Dunaújváros-Kikötő rh. 0 0 3 3 Yes No  
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3. 2.3.1. Main characteristics of railway lines, track sections - MÁV Zrt 
 

The following modification was made:  
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Axle load range containing subdued conditions of 

overweight locomotives
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Starting point of line (station) Final point of line (station)

Budapest-Keleti - Ferencváros incl. – excl. CM3 75Hz no

Ferencváros - Budapest-Kelenföld incl. – incl. 75 Hz, ETCS L2

Budapest-Kelenföld - Budaörs excl. –incl. D3 22,5 
2

22,5 
2

22,5 
2

22,5 
2

22,5 
2 120

Budaörs- Tata excl.-excl. 140

Tata - Hegyeshalom incl. – incl. 160

Hegyeshalom - Hegyeshalom oh. excl.-incl. 140

d Hegyeshalom excl. Rajka oh incl. one 7,2 C2 D2 21,0 22,5 21,0 22,5 20,0 22,5 20,0 22,5 20,0 22,5 80 100 750 yes station
ETCS1

75 Hz
no

Trans European Rail 

Freight Network
GYSEV line

Hegyeshalom - Rajka 

országhatár 
Rajka oh.- Hegyeshalom

Hegyeshalom - Rajka 

országhatár

CM3
2

D3

450 

MHz **** , 

GSM-

R(Keleti.pu-

OH)

Ferencváros-Győr
Hegyeshalom  oh. - 

Ferencváros
**yes

**no

Until the change of timetable in December 2023, ETCS 1 

train control equipment on the Kelenföld (excl.) - 

Hegyeshalom oh. line section 

temporarily switched off.  

** suitable for RO-LA traffic between Ferencváros-Budapest-

Kelenföld - Hegyeshalom - state border after preliminary technical 

measurement.

1
This restriction is valid only for hauled carriages.

2 
On the section Budapest-Kelenföld (excl.) - Hegyeshalom - 

national border, on all axle load classes, towed vehicles with axle 

loads above 21.0 t may only be used as special consignments

80

22,5 
2

22,5 
2

Budapest-Kelenföld - 

Ferencváros

Alternative: : Győr - 

Budapest

Ferencváros - Hegyeshalom  

oh.
station

18,0
1

22,5 
2 120

75 Hz

21,6

21,0

750 yes

21,0 21,0

18,0
1

22,5 
2

18,0
1

18,0
1

22,5 
2

CM3
2

CM3
2

Trans European Rail 

Freight Network

1

Budapest-Keleti incl. Hegyeshalom oh. incl. 22,5two 7,2

CM3

18,0
1

21,6 22,5

no restriction

21,0 21,0

Rákosrendező - Angyalföld excl. –incl. two 80 750

Angyalföld - Óbuda excl. one

Óbuda incl.

Óbuda - Solymár excl. 75 Hz

Solymár incl. no

Solymár - Pilisvörösvár excl.-incl. 75 Hz

Pilisvörösvár - Őrhegy "A" elágazás excl-excl. one

Őrhegy "A" elágazás - Őrhegy "B" elágazás incl.-incl. two

Őrhegy "B" elágazás - Esztergom excl.-incl. one

D3D3
1

22,5 
1

22,5 
1

22,5 
1

22,5 
1

22,5 
1 no

no

no

yes

station

no
Natinwide Core 

network
central

100 350

GC loading gauge must not be used between Pilisvörösvár-

Piliscsaba service places.

1
On all axle load classes, towed vehicles with axle loads above 

21.0 t may only be used as special consignments.

2 Rákosrendező excl. Esztergom
two

incl. 7,2 no restrictionno restriction

Almásfüzítő - Nyergesújfalu incl. 50/60

Nyergesújfalu - Esztergom-Kertváros excl. 50/60
no no

Natinwide Core 

network
60018,0 18,0 nono station19,0

C2

CM2
20,6 22,0 20,0 20,0excl. one 6,4 C24 Almásfüzitő excl. 19,6Esztergom-Kertváros 20,9

5a a Bodajk excl. Balinka incl. one 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0 0 0 station 0 no no
Nationwide Secondary 

Railway Line
track unpassableshall not rumshall not run

9 Fertőszentmiklós excl. Fertőújlak oh. incl. one 8,0 C4 D4 21,0 22,5 21,0 22,5 21,0 22,5 21,0 22,5 21,0 22,5 40
60

100
500 yes central no no no

Natinwide Core 

network
GYSEV lineno restriction

Győrszabadhegy - Veszprémvarsány excl-incl 60

Veszprémvarsány - Bakonyszentlászló excl-incl 50

Bakonyszentlászló - Zirc excl-incl 40
GC loading gauge must not be used between Bakonyszentlászló - 

Zirc service stations.

Zirc - Eplény excl-incl 60

Eplény - Veszprém excl-excl B2 B2 17,5 18,0 15,45 16,5 17,0 18,0 17,0 18,0 15,0 15,0 15,0 30 60 300

11a a Zirc excl. Dudarbánya incl. one 6,4 B2 B2 18,5 18,5 18,5 18,5 18,5 60 250 no simplified no no no
Nationwide Secondary 

Railway Line

11 one 6,4 no
Nationwide Core 

Network
no

15,45

Győrszabadhegy excl. Veszprém excl.

CM2 21,0

18,5 17,0 18,5 15,0

no

21,0

17,0

21,022,5

17,5

no station

30

CM2

300

15,0 15,0

21,021,0

16,5

21,6 22,5 21,6

shall not run

18,7B2 B2

 
1 Felsőgalla incl. Tatabánya elágazás excl. CM3 0,0 0,0 0,0 0,0 0,0 0 no no no

Nationwide Secondary 

Railway Line

2 Tatabánya excl. Oroszlány incl. D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 80 yes
450

MHz
****

75 Hz
Natinwide Core 

network

500 station7,212 CM3

shall not run

one

shall not run

no

Boba - Zalaszentiván elágazás excl. D3 
1 D3 22,5 

1
22,5 

1
22,5 

1
22,5 

1
22,5 

1 120 ETCS L2

Zalaszentiván elágazás - Zalaegerszeg incl. - incl. 20,6 20,0 20,0 20,0 80 no

Zalaegerszeg - Andráshida elágazás excl. - incl. 21,0 21,0 21,0 21,0 60 no

Andráshida elágazás - Zalacséb-Salomvár excl. - incl. ETCS L2

Zalacséb-Salomvár - Őriszentpéter oh. excl. ETCS L1, ETCS L2

Zalaszentiván - 

Őriszentpéter oh. 

22,5 
1

25 Boba excl. Őriszentpéter oh. incl.  Boba - Őriszentpéter oh.

CM3 D3 21,0 21,0

D3 
1 D3 22,5 

1

650 yes central
450 MHz

****

GSM-R
no

22,5 
1

21,6

Trans European Rail 

Freight Network

22,5 
1

22,5 
1

no restriction

22,0

no restriction

Traffic control of remote operated service places: Ukk, 

Zalaszentiván and Zalaövő.

1
On the section Budapest-Kelenföld (excl.) - Hegyeshalom - 

national border, on all axle load classes, towed vehicles with axle 

loads above 21.0 t may only be used as special consignments

no restriction

22,5

no restriction 120

one 7,2

29 1 Börgönd excl. Szabadbattyán excl. D2 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 500 no station no no no
Nationwide Secondary 

Railway Line
Public passenger transport service is suspended

Szabadbattyán - Balatonfüred excl-incl. yes station no 75 Hz no

Polgárdi: remote operated service place      

1 Vehicles exceeding the permitted axle load shall not run on 

section Szabadbattyán (excl.) – Tapolca (excl.). 

Balatonfüred- Tapolca excl.-excl. no station no 75 Hz no

2 450

80

Szabadbattyán excl. Tapolca excl.

one 6,4 CM2

CM2 shall not run shall not run shall not run shall not run 21,0 21,0 21,0 21,0 21,0
Nationwide Core 

network  
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Axle load range containing subdued conditions of 

overweight locomotives
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Starting point of line (station) Final point of line (station)

Budapest-Déli - Budapest-Kelenföld incl-excl 6,4 CM2 CM2 600 75Hz no

Budapest-Kelenföld incl. 7,2 CM3 D3

Budapest-Kelenföld - Székesfehérvár Excl-excl central

Székesfehérvár

Székesfehérvár - Szabadbattyán incl-excl

Szabadbattyán - Lepsény

Lepsény - Siófok incl. - incl.

 Siófok - Zamárdi felső excl. - incl. two

Zamárdi felső - Szántód excl-excl

Szántód - Balatonszemes elágazás incl-excl

Balatonszemes elágazás - Balatonlelle felső incl. - incl. two

Balatonlelle felső - Balatonszentgyörgy excl. - incl. 

Balatonszentgyörgy - Zalakomár excl. - incl. 90

Zalakomár - Murakeresztúr excl. - incl. 100

Murakeresztúr - Murakeresztúr oh. excl. - incl. 80 yes station 75Hz

CM2 D2

21,6 22,5 21,6 22,5

21,0 21,0 21,0 21,0 21,0

75 Hz, ETCS L2

75 Hz

21,0

incl.

80

120

750

600

22,5

30

one

8,0

6,4

D4 
1

station

station

Trans European Rail 

Freight Network
Budapest-Déli incl.

CM2
Budapest-Kelenföld - 

Székesfehérvár

no

21,0 21,0

D4

100

yes

central

21,0

22,5 
1

22,5 
1D4

21,6 22,5

6,4 D2 21,021,0

two

one

one

21,0 21,0

Murakeresztúr oh.

22,5 
1

21,6

22,5 
1

22,5 
1

8,0 D4 
1

no restriction no restriction

21,0 21,0 Only international loading gauge may be applied on section Bp. 

Déli-Budapest-kelenföld

Stadler-KISS series EMU and double decker EMU/DMU, and double 

decker carriage shall not run. 

1 
On the section Budapest-Kelenföld (excl.) - Hegyeshalom - 

national border, on all axle load classes, towed vehicles with axle 

loads above 21.0 t may only be used as special consignments

22,5 
1

22,5 
1

22,5 
1

22,5 
1

22,5 
1

450 MHz****

GSM-R

450 MHz

31 Érd elágazás excl. Tárnok excl. one
6,4

8,0

D2 
1

D4 
1

D2

D4
22,5 

1
22,5 

1
22,5 

1
22,5 

1
22,5 

1 120 600 yes central
450 MHz****

GSM-R
75 Hz no

Trans European Rail 

Freight Network

 
 1 

On the section Budapest-Kelenföld (excl.) - Hegyeshalom - 

national border, on all axle load classes, towed vehicles with axle 

loads above 21.0 t may only be used as special consignments

no restriction no restriction

32 Érd alsó elágazás excl. Érd excl. one
7,2

8,0

D3 
1

D4 
1

D3

D4
22,5 1 22,5 1 22,5 1 22,5 1 22,5 1 80 600 yes central 75 Hz no

Trans European Rail 

Freight Network

 
 1 

in all axle load classes, towed vehicles with axle loads above 

21.0 t may only be used as special consignments
no restriction no restriction

Pusztaszabolcs - Adony Dunaújváros excl.-incl.

Adony - Dunaújváros

Dunaújváros - Mezőfalva elágazás excl.-incl.

Mezőfalva elágazás - Paks excl.-incl. CM2 60 650

D2

shall not run

21,0Paks
22,5

station
21,6 22,5

no

75 Hz

21,021,0Pusztaszabolcs incl. one 6,4 CM2 21,021,0 no
Natinwide Core 

network
no no

100 750
yes

shall not run

42 excl.
21,6

Rétszilas - Szekszárd excl.-excl. 100

CM2
CM2

D2
21,0 21,0 21,0

no
21,0 station

no no
21,0

Natinwide Core 

network
Szekszárd - Bátaszék incl.-excl.

excl. 21,6
no

80
21,6 22,5

350
22,546 Rétszilas one 6,4Bátaszék excl.

Pécs - Pécs-Külváros excl.-incl. 6,4 CM2 CM2 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 80 yes station

Pécs-Külváros - Pécs felső 21,0 21,0 19,0 15,0 15,0

Pécs felső - Vasas-Hird elágazás 18,5 18,5 18,5 16,0 13,0

Vasas-Hird elágazás - Pécsvárad 17,0 18,5 17,0 18,5 17,0 18,5 17,0 18,5 17,0 18,5 30

one64 Pécs excl. Pécsvárad incl.
Nationwide Secondary 

Railway Line6,4 B2 B2 0 no
250 no no no

shall not run shall not run simplified out of operation,  excluding traffic, line section impassable

Budapest-Keleti - Kőbánya-felső excl-excl. 7,2 CM3 80

Kőbánya felső incl. 7,2 D3

Kőbánya felső - Rákos excl.-incl. 7,2 D3 80

Rákos - Hatvan A elágazás incl. - incl. 7,2 CM3 D3

no 

restrictions

21,6

no 

restrictions

22,5

no 

restrictions

21,6

no 

restrictions

22,5

21,0 21,0 21,0 21,0 21,0 central

Hatvan A elágazás - Nagyút incl. - incl. 7,2 CM3 D3 21,0 21,0 21,0 21,0 21,0

Nagyút - Mezőkeresztes-Mezőnyárád excl.-excl. 7,2 CM3 
1 D3 21,0 

1
21,0 

1
21,0 

1
21,0 

1
21,0 

1

1
Between Nagyút (excl.) - Mezőkeresztes-Mezőnyárád (excl.) on 

the open track section of the right track the officially permitted 

axle load is 22,5 t.

Hatvan A elágazás Mezőkeresztes-Mezőnyárád - Szerencs incl. - incl.

Szerencs - Mezőzombor incl. - incl.

c Mezőzombor-Sárospatak incl. - incl. one
D2

CM2
21,0 21,0 21,0 21,0 21,0 100 central

Sárospatak - Sátoraljaújhely incl. - incl. one CM2
80

100

d Sátoraljaújhely-Sátoraljaújhely oh. incl. - incl. one 7,2 CM3 D3 50 no 450 MHz

21,6 22,5

station

75 Hz

no
Trans European Rail 

Freight Network

station

no

Kőbánya felső - Felsőzsolca

Alternatív:

Felsőzsolca - Kisújhely oh.

Kőbánya-felső - Mezőzombor

21,0

1

80
Budapest-Keleti excl. incl.

Alternatív:

Aszód - Hatvan

Nyékládháza VIII.track.18,5t axle load

Nyékládháza IX.track18,5t axle load

750
yes

450 MHzD2

7,2
21,6 22,5

Sátoraljaújhely oh.

21,0 21,0

120

21,0

21,0

21,0

160 MHz

GSM-R

160 MHz

21,0

21,0

21,0 station

21,0

CM3

6,4

station21,0

21,0 21,0 21,0

21,0

CM3

three

D3

21,6 22,5 21,6 22,5

two

 
Vámosgyörk - Jászapáti excl-excl.

GC loading gauge must not be used between Jászárokszállás-

Jászapáti service places.

Jászapáti - Újszász incl-excl. 21,6 22,5 20,6 22,0

26021,0 18,0
shall not run

Újszász 21,0CM37,2 CM3
shall not run

no nonono18,0 6020,0excl.Vámosgyörk86 excl. station
Natinwide Core 

network
one

Füzesabony - Eger-Rendezői elágazás excl-incl. 100

Eger-Rendezői elágazás - Eger excl-incl. 80

Eger - Eger-Felnémet excl.-incl. 75 Hz

Eger-Felnémet - Bélapátfalva excl-incl.

Bélapátfalva - Szilvásvárad excl-incl. 17,0 17,0 17,0 17,0 17,0 40/50

Szilvásvárad - Putnok excl-excl. 0,0 0,0 0,0 0,0 0,0 0 simplified

no

no

station

Between Szilvásvárad mrh-Putnok in some places train runnning is 

impossible; public passenger transport service is suspended.

GC loading gauge must not be used between Eger-Felnémet-

Putnok service places. 

Double-decker EMU can't be forwarded between Eger-Felnémet - 

Putnok.

21,0 21,0
21,6 22,5

21,0

no

75Hz

no

shall not run

yes

250

550

21,021,0

shall not run

40/50
87 Füzesabony excl. Putnok excl.

CM2

6,4one

21,6

Natinwide Core 

network

22,5

A

CM2

A

Budapest-Nyugati - Városliget elágazás incl. - excl. CM3 75Hz

Városliget elágazás - Kőbánya-Kispest incl-incl. D3

Kőbánya-Kispest - Vecsés excl-incl. 8,0 D4 
2 D4 22,5 

2
22,5 

2
22,5 

2
22,5 

2
22,5 

2

Vecsés - Monor 7,2 21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

100
1

Monor-Albertirsa 7,2 21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

21,0
1

22,5 
2

100
1

Albertirsa - Szolnok A elágazás incl-incl 8,0 D4 
2 D4 22,5 

2
22,5 

2
22,5 

2
22,5 

2
22,5 

2

Szolnok A elágazás - Szolnok E elágazás incl-incl 7,2 CM3 D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 75 Hz, ETCS L1

Szolnok E elágazás - Törökszentmiklós elágazás excl-incl. 75 Hz, ETCS L2
Alternative: :

Szajol - Püspökladány

Alternatív:

Szajol - Püspökladány

Törökszentmiklós elágazás - Püspökladány excl- incl.

Püspökladány - Debrecen excl-excl. 7,2 CM3 D4 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 160 MHz

Debrecen - Nyíregyháza incl.-incl. 7,2 CM3 D3

Nyíregyháza - Tuzsér excl. - incl.

Tuzsér - Záhony incl-incl

Záhony

Záhony - Záhony oh. incl-incl no

100c Mezőzombor excl. Nyíregyháza excl. 6,4 CM2 D2 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 120 750 yes central 75Hz Mezőzombor-Nyíregyháza

**Line section is suitable for running of Ro-La trains between 

Kőbánya-Kispest – Cegléd – Debrecen – Záhony if a technical 

examination previous to train run takes place.

Millér is remote controlled from Szolnok.

Fegyvernek-Örményes is remote controlled from Püspökladány, 

Törökszentmiklós, Kisújszállás, Karcag are remote controlled from 

Püspökladány. 

1
This restriction is only applicable for hauled vehicles (carriages).

2
On the section Budapest-Kelenföld (excl.) - Hegyeshalom - 

national border, on all axle load classes, towed vehicles with axle 

loads above 21.0 t may only be used as special consignments

GC loading gauge must not be used on track V of Kőbánya-Teher 

station.

160 MHz
22,5

Budapest-Nyugati

D3
2 D3

two

one

22,5

no restriction

80

21,0

22,5 
2

21,0

21,0

Trans European Rail 

Freight Network

no

100

7,2 CM3

no restriction

21,0 21,0

22,5 
28,0

excl. Záhony oh.

D4
2

21,0

22,5 
2

no restriction no restriction

no restriction
incl.

6,4 CM2

no restrictionD4

21,6
D2

Kőbánya-Kispest - Szolnok

Kőbánya-Kispest - Záhony 

országhatár

21,6

750

no

22,5 
2

21,0

no

22,5 
2

21,0 21,0

station

station21,0

160 MHz 
****

GSM-R 

(Budapest - 

Püspökladány) 

21,6 22,6 21,6 22,6

no restriction no restriction

Alternatív: Kőbánya-Kispest - 

Szajol

Abony elágazás - 

Paládicspuszta elágazás

120

100

75 Hz

75 Hz, ETCS L2

75 Hz

yes

central

**yes

**no
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Dividing line into sections
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Axle load range containing subdued conditions of 

overweight locomotives
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Starting point of line (station) Final point of line (station)

101 Püspökladány excl. Biharkeresztes oh. incl. one 7,2
D3

CM3

D2

D3
21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 100 750 no station no no no

Trans European Rail 

Freight Network

Alternative: :

Püspökladány - 

Biharkeresztes oh.

Alternatív:

Püspökladány - 

Biharkeresztes oh.

Tócóvölgy - Tiszavasvári excl.-incl.

Tiszavasvári - Tiszalök excl.-excl.
station no6021,0 60021,0 21,0 no

Nationwide Secondary 

Railway Line
noshall not runTiszalök excl. noone 6,4 CM2 CM2excl. 21,0shall not run109 Tócóvölgy shall not run 21,0shall not run

Apafa - Nyírbátor excl.-excl.

Nyírbátor - Mátészalka incl.-incl. 21,6 22,5 21,6 22,5
8021,0 station21,0 no no

shall not run Natinwide Core 

network
one 6,4 CM2 CM2110 no21,021,0Apafa excl.

shall not run
Mátészalka incl. 600 no21,0

Rákos - Tápiószele excl.-incl 100

Tápiószele - Újszász excl-excl. 120

Újszász - Szolnok incl-excl. 120 station

Szajol - Gyoma excl-incl. 120 central 75 Hz, ETCS L2

Gyoma-Békéscsaba excl-excl. two 120 central 75 Hz

Békéscsaba incl-incl two 100

Békéscsaba  - Lőkösháza oh. excl-incl. one 6,4 CM2 D2 21,0 21,0 21,0 21,0 21,0 100 station 75 Hz, ETCS L1

160 MHz**** 

GSM-R (Szajol-

Lökösháza OH)

no

160 MHz**** 

GSM-R (Szajol-

Lökösháza OH)

120a

Rákos - Lőkösháza oh.

75Hz

Rákos - Lőkösháza oh.

no restriction no restriction
Újszász - Paládicspuszta 

elágazás

Szajol

Rákos excl. Szolnok excl.
two

no restriction no restriction

750 yes

21,6

excl. Lőkösháza oh. incl.120

CM26,4 D2

8,0 D4 
1 D4 22,5 22,5 

1
22,5 

1
22,5 

1
22,5 

1

21,0 21,0 21,0 21,0 21,022,5

no restriction no restriction

Tiszatenyő station and Kétpó jct. is remote operated and 

controlled from Szajol station, Nagylapos jct.and Gyoma station is 

remote operated and controlled from Mezőtúr station, 

Csárdaszállás, Mezőberény, Murony stations are remote operated 

from Békéscsaba station.

22,5 t axle load only applicable on Békéscsaba I - IX. tracks, on 

further tracks only 21 t.

1 
in all axle load classes, towed vehicles with an axle load of over 

21.0 t may only be used as exceptional consignments

Trans European Rail 

Freight Network

central

no

21,622,5

Szeged - Szeged-Rendező incl-excl 80 no

Szeged-Rendező - Szeged-Rókus excl-incl. 80 75 Hz

Szeged-Rókus - Baktó elágazás excl-incl. two

Baktó elágazás - Algyő

Algyő - Sártó elágazás

Sártó elágazás - Kopáncs two

Kopáncs - Hódmezővásárhelyi Népkert excl-incl.

Hódmezővásárhelyi Népkert - Hódmezővásárhely excl-excl. CM3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 central 75 Hz

Hódmezővásárhely - Békéscsaba incl-excl. no

Békéscsaba - Gyula excl-incl. no

Gyula - Sarkad excl-incl. 60/70 no

Sarkad - Kötegyán excl-incl. 60 no

Kötegyán - Kötegyán oh. 50 no

Natinwide Core 

network

21,0

21,6 22,5

Kötegyán oh. inclexcl.

one

one

one

D3
7,2

135 Szeged

22,5 
1

22,5 
1

22,5 
1

30

CM3 21,021,6

21,0 21,0 21,0 21,0

16,0 17,5 16,0 14,017,5

one

D3

Central traffic control: Szeged-Rókus (odd end), Baktó elágazás, 

Algyő, Sártó elágazás, Kopáncs, Hódmezővásárhelyi Népkert

 1
 in all axle load classes, towed vehicles with an axle load of over 

21.0 t may only be used as exceptional consignments

CM3

6,4 B2
A

B2
shall not run shall not run

D3

15,0

station

21,0
GC loading gauge must not be used between Gyula-Sarkad service 

places; 

between Gyula - Kötegyán freight trains: max speed limit is 30 

km/h                    

100 75 Hz

no

750

no

central

17,5 16,0

21,6

22,5 
1

22,5 
1

21,0

22,5

22,5 21,6 22,5 station21,0 21,0

450 MHz
no restriction no restriction

80

no

Cegléd - Városföld excl-incl. one 22,5 
1

22,5 
1

22,5 
1

22,5 
1

22,5 
1 station

Városföld - Kiskunfélegyháza excl-excl two 22,5
 1 2

22,5
 1 2

22,5
 1 2

22,5
 1 2

22,5
 1 2

Kiskunfélegyháza - Kiskundorozsma incl-incl CM3 
1 2 21,0 21,0 21,0 21,0 21,0

Kiskundorozsma - Szeged-Rendező excl.-excl.

Szeged-Rendező - Szeged incl.-incl. 80 station no

Nyársapát elágazás - 

Kiskunfélegyháza

7,2 D3 
1

D3

one 6,4
C2 D2 20,6

22,5 22,5

140 Cegléd excl. Szeged incl.

21,6

20,6 20,0

21,6

22,0 20,0

Trans European Rail 

Freight Network

central

20,0 20,0

100

no

 
1 
Cegléd (excl.) - Kiskunfélegyháza (excl.): in all axle load classes, 

towed vehicles with an axle load of over 21.0 t may only be used 

as exceptional consignments

Central traffic control: Cegléd-Kecskemét-Mercedes scpvk (incl), 

Kiskunfélegyháza

Central traffic command: Városföld (incl) - Kiskunfélegyháza (excl)

2 
Kiskunfélegyháza (excl) - Kiskundorozsma (incl) 

Városföld-Kiskunfélegyháza left track axle load: 21,0t

120

750

20,022,0

yes 160 MHz

75 Hz

Budapest-Józsefváros

Out of operation.

Traffic can only be provided as an Exceptional consignment to the 

former Északi Járműjavító via the station's end point siding after 

the track has been inspected, inspected and possibly made 

suitable.

Budapest-Józsefváros - Ferencváros excl.-excl.

15,0 60 750 yes station no no no

Natinwide Core 

network

207 Budapest-Józsefváros
excl.

incl.
Ferencváros excl. one 7,2 CM3 CM3 shall not run shall not run 21,0 21,0 19,0 16,0

222 Ferencváros Keleti rendező incl. Ferencváros excl. one
6,4

7,2

CM2

D3

D2

D3
21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 40 750 yes station GSM-R no no

Trans European Rail 

Freight Network

224 Ferencváros Nyugati rendező incl. Ferencváros excl. one
6,4

7,2

CM2

D3

D2

D3
21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 40 750 yes station GSM-R no no

Trans European Rail 

Freight Network
"A" tracks

225 Ferencváros Nyugati rendező incl. Ferencváros excl. one
6,4

7,2

CM2

D3

D2

D3
21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 40 750 yes station GSM-R no no

Trans European Rail 

Freight Network
"B" tracks

 
a Vinár elágazás excl. Celldömölk-Rendező excl. no

Suitable for RO-LA traffic after preliminary technical 

measurement.

b Celldömölk-Rendező excl. Celdömölk excl. yes

21,0266 one station GSM-R no no21,022,57,2 CM3 21,6 21,0D3 22,5 21,0 40 480
Trans European Rail 

Freight Network
21,6 21,0

a Eger-Rendezői elágazás excl. Eger-Rendező - Eger excl.
Natinwide Core 

network

b Eger-Rendező excl. Eger-Tihamér elágazás excl.
Nationwide Secondary 

Railway Line

55021,0 4021,0CM2 21,6270 one 6,4
C3

CM2
21,0 21,021,6 22,522,5 21,0 yes station no 75 Hz no

**** The analogue line radio system will be switched off on 31 December 2022.  
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4. 2.3.6-1 Traffic characteristics of stations and service places, ruling gradients, maximum and minimum gradients of railway lines - 
MÁV Zrt 
 

The following modification was made:  
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76 10751 Tolmács mrh. - - - form signal (non secured) - - 0 15 10 10 1 17 5,5 0

1AKN 40162 Ferencváros Nyugati rendező yes no no light signals (non secured) yes - 0
7,3

0
1

7,3

0

1AKO 40162 Ferencváros Nyugati rendező yes no no light signals (non secured) yes - 0
2,3

0
1

2,3

0  
 

 
5. 2.3.3 Position of stations and service places on railway lines; main technical and operational characteristics 

 
The following modification was made:  
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