
Network Statement 2022/2023. Modification No 32 – Modification list 

Effective: from 15 July 2023 
Applicable: from 15 July 2023 
 

TEXT 
 

1. 1.5.1 Validity of Network Statement 
 
The following modification was made:  

 
This Network Statement is valid from 00:00 of 14 15 July 2023 to 24:00 of 9 December 2023. 

 
 

ANNEXES 
 

2. 2.2 Railway lines – MÁV Zrt. 
 
The following modification was made:  
 
Delta tracks not included Railway lines of the nationwide main network (exclusively owned by 
the Hungarian State) and secondary railway lines according to Act CXCVI of 2011 on national 
wealth Annex 1 B) and Govermental decree No 194/2016 (VII.13.) Korm. on the assignment of 
the nationwide secondary railway lines 
 

2. Railway lines of the nationwide main network which are not part of the Trans-
European Rail Freight Network 

 

 
 
 

3. 5.2-4 Service place categories and line categories - MÁV Zrt. 
 

The following modification was made:  
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4. 2.3.1 Main characteristics of railway lines, track sections - MÁV Zrt. 
 

The following modification was made:  
 

 
 
 

5. 2.3.3 Position of stations and service places on railway lines; main technical and operational characteristics - MÁV Zrt. 
 

The following modification was made:  
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154 154 Kunfehértó 16584 — — — — — — — — — — — — — —

154 154 Külsőhalas mh. elágazás 44966 — — — — — — — — — — — — — —

A passenger/other no ⎯ ⎯ ⎯ 100/2,5/0,30 ⎯ ⎯ ⎯ ⎯ ⎯ ⎯ ⎯

B * passenger/other no ⎯ ⎯ ⎯ 100/2,5/0,30 ⎯ ⎯ ⎯ ⎯ ⎯ ⎯ ⎯

154 154 Kiskunhalas 16311 — — — — — — — — — — — — — —

265 154N Külsőhalas mh. elágazás 44966 — — — — — — — — — — — — — —

A passenger/other no ⎯ ⎯ ⎯ 100/2,5/0,30 ⎯ ⎯ ⎯ ⎯ ⎯ ⎯ ⎯

B * passenger/other no ⎯ ⎯ ⎯ 100/2,5/0,30 ⎯ ⎯ ⎯ ⎯ ⎯ ⎯ ⎯

265 154N Balotaszállási elág. D jelző 47878 — — — — — — — — — — — — — —

D1. passenger/freight yes — yes no — — no — — no — —

D2. passenger/freight yes — no no — — no — — no — —

D5. passenger/freight no — yes no — — no — — no — —

* applicable from 28.08.2023.
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6. 2.3.6-1 Traffic characteristics of stations and service places, ruling gradients, maximum and minimum gradients of railway lines - 

MÁV Zrt. 
 

The following modification was made:  
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